
 HIGH BOND STRENGTH 
 
 

DESCRIPTION 
 

✓ decomix™ HIGH BOND STRENGTH contains a high level of redispersible polymer (RDP) powder 

✓ decomix™ HIGH BOND STRENGTH will not delaminate from expanded polystyrene (EPS) panels 

✓ decomix™ HIGH BOND STRENGTH achieves an average tensile adhesion of 0.15 MPa 

✓ decomix™ HIGH BOND STRENGTH is a water resistant, cement-based render 

✓ decomix™ HIGH BOND STRENGTH is formulated to be applied to difficult render surfaces 

✓ decomix™ HIGH BOND STRENGTH is formulated for maximum adhesion 

✓ decomix™ HIGH BOND STRENGTH reduces maintenance associated with repairs caused as a result of 

delamination  

SURFACE 

 
✓ Painted Brickwork 

✓ FC sheets 

✓ Aerated concrete blocks and panels 

✓ Polystyrene cladding boards 

✓ Precast concrete panels 

PREPARATION 

 
✓ Add 4 litres of clean water to a bucket 

✓ Slowly add decomix™ HIGH BOND STRENGTH while stirring (uses of a powder stirrer recommended) 

✓ Stir until all lumps are gone 

✓ Add water until desired consistency 

✓ Final mix should hold a soft peak on the hawk 

APPLICATION 

 
✓ Ensure all substrates are clean and free of adhesion inhibiting materials. Make sure there is no excessive water 

or mold releasing agents 

✓ Apply the mixture for the substrate at a thickness of 4-6mm per coat with a steel float make sure you achieve 

and even coat 

✓ Allow coat to firm up before finishing with timber, plastic or polystyrene float 

✓ decomix™ HIGH BOND STRENGTH may be “ruled-off” is necessary and must be cured for a minimum of 5 days 

prior to the application of paint or texture coat 

✓ Substrates that are subject to entrapped moisture will need longer for curing 

✓ Should not be applied during extreme weather conditions, such as extremely hot or windy. It should also be 

protected from rain and running water unit set 

✓ While decomix™ HIGH BOND STRENGTH will set in within hours, full strength will not be achieved for 28 days 

from application 

 

 
 
 
 
 



 HIGH BOND STRENGTH 
 

PACKAGING 

 
✓ decomix™ HIGH BOND STRENGTH is supplied as a dry mix powder 

✓ 20kg bag 

✓ Pallet lots of 60 Bags 

✓ Blue and White Bag 

 

COVERAGE 

 
✓ A 20kg bag of decomix™ HIGH BOND STRENGTH will approximately cover 4 to 5 square meters at a thickness of 

4-6mm 

CLEAN UP 

 
✓ Clean all tools in clean water immediately 

SAFETY 

 
✓ decomix™ HIGH BOND STRENGTH is non-toxic, however it is formulated with cement which is alkaline in nature 

✓ Any contact with eyes or skin should be immediately flushed with clean water 

✓ This product may also contain traces of silica presented only as an impurity 

✓ Eye, skin and breathing protection is recommended during preparation of products 

WARRANTY 

 
✓ When decomix™ FULL SYSTEM is applied in accordance with the above specification, decomix™ will provide 

a 15 years materials warranty against peeling and delamination. This warranty does not cover workmanship 

or product failure caused as a result of hydrostatic pressure or structural movement. See warranty for 

details. 

 
 

 
 
 
 
 
 
 
 

 
29 Plasser Crescent 

NORTH ST MARYS 
NSW 2760 

www.decomix.com.au 

 

NOTE: 

Acrylon Industries Pty Ltd, its staff and distributors will not accept responsibility for any failure caused as a result of factors 
beyond our control including but not limited to onsite handling, preparation or application of this product.   Application of  
this product should only be performed by qualified trades people trained   in the use of this type of product. Information 
supplied in this publication is based on our testing and experience and is given in good faith. Suitability of this product 
should be independently determined prior to use. Warranty is limited to the replacement of any materials proven to be 
faulty. Acrylon Industries Pty Ltd will not warrant job defects caused as a result of but not limited to, structural/substrate 
movement or entrapped moisture. 

 


